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Freestanding Triple Skin
Flue Kit Perforated 
6” - 81/4” - 101/4” System

QTY DESCRIPTION
4 6” Stainless Steel Inner Flue 915mm Long

1 8” Painted Perforated 915mm Long

1 8” Painted Perforated 915mm Long with inside tabs

2 81/4” Galvanized Inner Flue Casing 915mm Long

1 101/4” Galvanized Notched Outer Flue Casing 915mm Long

1 101/4” Galvanized Outer Flue Casing 915mm Long

1 Cowl

1 Ceiling Ring

2 50 x 50 Angles 915mm Long

1 Installation Guide

CARTON SPECIFICATIONS
460mmHeight

460mmWidth

1150mmLength

32kgWeight

MUST ONLY BE INSTALLED BY AN AUTHORISED PERSON IN COMPLIANCE WITH AS 2918:2018

Freestanding 10 25 Triple Skin Instruction page

I N D U S T R I E S  ( A u s t )  P / L

Notched End
Down

WILDCAT INDUSTRIES
35 Marconi Drive, Dandenong South VIC 3175
PH: 03 9794 9956
ABN 84 112 862 718
www.wildcatindustries.com.au

This flue kit has been manufactured in accordance with AS 2918:2018 and tested to appendix F.
To ensure safety this flue kit must be installed as outlined in these instructions.
Heater and flue pipe clearances from combustible wall must be in accordance with heater
manufacturer’s specifications and AS/NZS 2918:2018.
These installation instructions are for tested appliances only.


